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The ECO series has a perimeter metal 
structure joined to the metal legs by means of 
a simple joint system.

0 Place the structural profile with the plain holes at 
the top. The countersunk holes are to 
accommodate the lag bolts for the connection to 
the board.

2 Position the leg, structural profiles, plate and 
connecting fittings as shown in the picture. Fasten 
with the screws supplied.
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3 Check that the joint is firm and repeat the operation on 
the rest of the legs.



Centre the board on the structure and join the 
assembly together using the screws provided.4

5 Connection of side wing to table. Installation of wing structure with the same procedure as the table.Place
side wing on the right or left side of the table.

6 Fasten the side flange to the table with the omega-shaped metal connecting fitting using the supplied lag 
bolts.



Side-by-side joining of tables or double tables. Installation of structure with the same procedure as the 
table.7

8 Tie the tables or double tables together with the omega-
shaped metal connecting fitting using the supplied lag bolts.

9 Single table on side cabinet. Frame installation with the same procedure as the table with two table-height 
legs and two cupboard-height legs. The cabinet is supplied assembled.



Fasten the table to the cabinet with the 
screws provided.
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11 Double table on side cabinets. Installation of structure with the same procedure as the table with two 
table-height legs and two cupboard-height legs. The cabinet is supplied assembled. Fasten the table to 
the cupboards with the screws supplied.
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12 ECO has different electrification systems, 
wiring ducts, front skirts, tabletop 
separators, etc. See Assembly of general 
accessories.


