
BENCH /  JAMAICA

TABLE  OF  CONTENTS

2 /  PHOTOGRAPHS

3 /  REGULATIONS

ismobel.com
4 /  FINISHES

1 /  PRODUCT  DESCRIPTION /  DIMENSIONS

BENCHES  FOR  COMMUNITIES

Description  of  the  product  offered /

1/
DESCRIPTION
AND  TECHNICAL  CHARACTERISTICS

JAMAICA

Phone:  941-230752

Polígono  La  Portalada  II /  Cordonera,  5
CPÿ26006  –  LOGROÑO  (La  Rioja)

Fax:  941-248977

Machine Translated by Google



BENCH  >  JAMAICA //  2

fiberglass.  Average  thickness  of  6mm.

seat  and  back.

•  Metal  legs  in  the  shape  of  an  inverted  T  with  a  1.5  mm  semi-oval  tube.  thick.  Finished  in  black  or  aluminum  
gray  epoxy  paint  (average  thickness  90  microns).  Each  leg  incorporates  two  non-slip  levelers  with  25mm  
adjustment.  in  height

DIMENSIONS /

•  Bench  for  reception  and  waiting  rooms  with  2,  3,  4  and  5  individual  positions  with  or  without  arms.  They  also  
allow  the  installation  of  a  side  table  made  in  different  top  options  and  finishes.  •  Seat  and  back  made  

of  a  single  monoshell  piece  injected  in  flexible  integral  polyurethane  (PUR)  of  different  colors  on  an  internal  
metal  structure  made  up  of  a  40x8mm  steel  plate.

•  Optionally,  inverted  V-shaped  legs  injected  in  black  polyamide  or  T-shaped  metal  legs  in  injected  aluminum  
and  finished  in  glossy  polish  can  be  served.  They  incorporate  levelers  with  25  mm  regulation.  in  height.  and  
non-slip  polyethylene  sole.

•  2  post  bench  ÿ  1200mm  long.  x  depth  550mm.  x  height  850mm.  (460mm.  height  up  to  the  seat)  •  Bench  
with  3  posts  ÿ  1700mm  long.  x  depth  550mm.  x  height  850mm.  (460mm.  height  up  to  the  seat)  •  Bench  with  
4  posts  ÿ  length  2300mm.  x  depth  550mm.  x  height  850mm.  (460mm.  height  up  to  the  seat)  •  Bench  with  5  
posts  ÿ  length  2900mm.  x  depth  550mm.  x  height  850mm.  (460mm.  height  to  the  seat)

•  High-resistance  cold-rolled  steel  bar  for  seat  holders,  measures:  4cm  wide  x  8cm  high  and  2mm  thick,  
finished  in  aluminum  or  black  epoxy  powder  paint  (average  thickness  90  microns).  •  Anatomical  and  

ergonomic  seat  and  back,  made  of  polypropylene  in  various  colors,  reinforced  with

•  The  seat  and  backrest  are  attached  to  each  other,  and  to  the  metal  bar  of  the  structure,  by  means  of  a  22mm  
round  steel  tube  metal  structure.  in  diameter  and  2mm.  of  thickness.  •  Optional  

open  arms  for  each  position.  Manufactured  in  polypropylene  with  the  same  finishes  as  the
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•  ISO  9001:20015  quality  certificate.  •  ISO  

14001:2015  Environmental  Certificate.  •  ISO  14006:2011  

ECODESIGN  Certificate.

•  CATAS  product  certificate.

Regulations  that  it  complies  with  (Annexes  are  attached)

•  TECNALIA  quality  mark  certificate.
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