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•  Straight  tables  with  2  L-shaped  metal  legs,  melamine  skirt  with  the  possibility  of  incorporating  metal  wings.

•  Optionally,  you  can  incorporate  electrification  accessories  in  the  work  surface  (cable  passage  holes,  top  access,  etc.)  or  in  the  legs  to  allow  the  

passage  of  hidden  wiring.  It  can  also  incorporate  horizontal  electrification  accessories  (metal,  plastic  trays,  etc.)  and  vertical  (vertebrae,  totem,  

etc.)

Description  of  the  product  offered /

•  2mm  PVC  or  ABS  edges.  thick  around  the  entire  contour  of  the  work  surface,  rounded  on  its  upper  and  lower  faces  with  a  radius  of  2mm  and  

rounded  at  its  4  corners  with  a  radius  of  2mm,  avoiding  sharp  edges  on  the  board.

•  Work  surface  made  of  25mm  bilaminate  chipboard.  or  30mm.  of  thickness.  Category  E1  particle  panel  clad  in  extra-resistant  bilaminate  with  a  

decorative  finish  free  of  heavy  metals.

•  The  structure  and  legs  are  finished  with  epoxy  powder  coating  in  silver  gray  RAL  9006,  black  or  white  (average  thickness  50  microns),  free  of  

VOCs  and  polymerized  in  the  oven  at  a  temperature  of  220º.

•  Joining  the  board  to  the  structure  using  “metal  to  metal”  joints.

•  Height  adjustment  (+/ÿ  3cm.)  using  40mm  diameter  PP  levelers.  and  M10,  black,  with  non-slip  sole  included  on  the  legs.  Table  height  740mm.  

•  Possibility  of  adjusting  the  height  of  the  legs  using  a  rack  system  (always  with  a  beam

•  Optionally,  it  can  incorporate  a  telescopic  beam  made  of  folded  steel  sheet  (same  finish  as  the  legs)  placed  between  the  legs,  replacing  the  skirt  

in  a  structural  manner.  In  this  case  the  skirt  would  be  optional  and  could  be  attached  to  the  work  plane.

telescopic  between  the  legs).  It  requires  an  Allen  key  and  adjusts  from  63  to  88  cm.  Tall

•  The  legs  have  wiring  outlets  to  the  floor  and  table.  •  Tables  provided  with  a  

skirt  made  of  19mm  bilaminate  chipboard.  thick  placed  between  the  legs

in  the  longitudinal  direction  of  the  cover.

.3  Fall  of  a  mass:  UNE-EN  ISO  6272-1:2004,  at  500  mm  without  cracking.  .4  Resistance  to  humidity:  UNE-

EN  ISO  6270-1:2002  without  alteration.  .5  Accelerated  aging:  UNE  EN  ISO  11507:2007  24H  

loss  of  gloss

Antioxidant,  guaranteeing  200  hours  of  salt  fog.  Characteristics:  .1  Resistance  to  chemical  

agents  for  domestic  use  UNE  48027:1980  5  (24H),  4  (72H).  .2  Resistance  to  mechanical  damage:  UNE-EN  ISO  

2409:2007  Classification:  0.

•  Cold-rolled  steel  metal  leg,  in  the  shape  of  an  “inverted  T”  finished  in  epoxy  paint  of  your  choice  of  color  (aluminum  or  black)  that  has  a  side  trim  

that  matches  the  color  of  the  legs.  It  has  levelers  that  allow  you  to  adjust  the  height  of  the  table  up  to  3cm.

table  (table  wing  without  skirt).

•  Finish  of  the  work  plane  to  choose  from  the  available  ISMOBEL  finishes.  •  Coating  of  the  metal  parts  in  epoxy  

powder  paint  with  80  microns  after  phosphating.
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•  Possibility  of  adapting  separator  panels  of  the  same  material  as  the  countertops,  upholstery,

•  The  structure  complies  with  the  following  
regulations:  .1  Regarding  dimensions:  EN  527-1:2000  Aptd  
3,4,5.  .2  Regarding  safety  requirements:  EN  527-2:2002  Aptd  3,4  
.3  Regarding  mechanical  tests:  EN  527-3:2003  Aptd  6.1  to  6.6.

sound-absorbing,  methacrylate  or  glass.  •  In  

the  case  of  incorporating  a  table  wing,  it  has  the  same  characteristics  as  the  table.  •  There  are  socket  

boxes  prepared  to  be  attached  or  embedded  in  the  different  tables  in  the  series.
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•  ISO  14001  Environmental  Certificate  •  ISO  14006  

ECODESIGN  Certificate

•  TECNALIA  quality  mark  certificate.

•  ISO  9001  quality  certificate.

Regulations  that  comply  (Appendixes  are  attached)

•  TECNALIA  product  certificate.
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